
Model WD73

While virtually identical to the once-available 
Gasboy Model 73, SVI is pleased to introduce 
its new model WD73. This consumer series 
pump is now available and assembled in our 
DeKalb, Illinois plant. Everyone who has enjoyed 
the lifespan longevity and serviceability of the 
former Gasboy consumer 70 series pumps will 
experience the same results with this pump. The 
specifications are identical and the pump is 
priced right. 
Put the boy back to work and order some WD73 
pumps today. They come complete as pictured 
with the nozzle and fuel line. We also offer the 
ever-useful Install-A-Socket. There are two 
versions of this pump available, one for diesel 
and one for unleaded. Contact your favorite SVI 
representative to place your orders.

115 Volt Electric HD Vane Pump
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►	EXTRA-DUTY 1/3 HP MOTOR

►	HEAVY DUTY HIGH SPEED 
16 GPM PUMP

► TROUBLE-FREE HD STAINLESS 
STEEL BYPASS VALVE

► SEPARATE MOTOR AND PUMP 
FOR SUPERIOR DURABILITY

800-321-8173 • 815-748-0200
155 Harvestore Drive • DeKalb, IL 60115
www.sviinternational.com

SVI International, Inc.

Since 1977

“because good things should last...”

SVI #	 DESCRIPTION
WD73U	 UNLEADED 	 3/4” X 12’ HOSE

WD73D	 DIESEL	 3/4” X 12’ HOSE

WD73D-1	 DIESEL	 1” X 25’ HOSE

WD73D-HN	 DIESEL	 NO HOSE / NO NOZZLE

FEATURES
• 	 Built-In Check Valve and Pressure Relief Valve to 

Maintain Prime for Immediate Pumping
•	 Vacuum Breaker to Prevent Accidental Siphoning
•	 High Vacuum Rotary Vane Pump with Steel Rotor 

and Sintered Bronze/Graphite Vanes for Long Life
•	 Easy Access, 100 Mesh Strainer (40 Mesh Optional)
•	 Heavy Duty Stainless Steel Bypass Valve
•	 Explosion-Proof 1/3 HP, 1725 RPM, 115 VAC Motor 

with Thermal Overload Sensor
•	 Auxiliary Motor Switch Lead to Activate Electric 

Solenoid Remove-Mount Installations
•	 12’ (3.7 m) Hose with Integral Static Discharge Wire 

for 3/4” Hose Models. (25’ for 1” hose diesel model)
•	 Manual Self-Closing Nozzle
•	 2” (5.08) NPT Install-A-Socket (Optional) for Easy 

Mounting, Accommodates 1” (2.54 cm) NPT Suction 
Tube (Not Included). Install-A-Socket Eliminates 
Need to Install Pump with Suction Pipe Attached.


